Struéna instalaéna priru¢ka pre bezdrétovy router
Evolve AP799

Dakujeme za zaklpenie bezdrétového routeru Evolve AP799. Tento strugny

sprievodca vam ulah&i pripojenie routeru do Internetu a bezdrdtovej siete. Nez

budete pokracovat, uistite sa, Ze je vaSe internetové pripojenie je funkéné.

Prehlad funkcii
Indikatory na ¢elnom paneli

Poznamka:

VSetky obrazky v tomto navode su len ilustracné.
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LED Farba Status Popis
indikator
Napajanie Zelena Svieti Napajanie je zapnuté.
Zelena Svieti Zariadenie pracuje spravne.
- Nesvieti Napajanie nefunguje alebo zariadenie je
vypnuté.
WLAN Zelena Svieti Bezdrbtova siet je aktivna.
Zelena Blika Su prenasané data.
- Nesvieti Bezdrétova siet je neaktivna.
WPS Zelena Svieti Uspe$né spojenie v zabezpedenom Wi-Fi
rezime.
Zelena Blika Prebieha pripajanie v zabezpe¢enom Wi-Fi
rezime.
- Nesvieti Zabezpeceny Wi-Fi rezim je neaktivny.
WAN Zelena Svieti Uspesné pripojenie.
Zelena Blika Su prenasané data.
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LED Farba Status Popis
indikator

- Nesvieti WAN pripojenie nie je k dispozicii.
LAN 1/2/3/4 Zelena Svieti Uspesné pripojenie LAN.

Zelena Blika Su prenasané data.

Farba Nesvieti LAN pripojenie nie je k dispozicii.




Rozhranie a tla¢idla na zadnom paneli

Rewet Power

WAN LANI LANZ LANZ LANY wes

Rozhranie/tlacidlo Popis

Reset Stlacte a pridrzte tlacidlo na 3 sekundy. Po jeho uvolneni
dojde k obnove tovarenského nastavenia.

Power Zdierka napajania pre pripojenie kabla od napajacieho
adaptéra.

WAN WAN rozhranie pre pripojenie k sieti WAN alebo uplink k
sietovym zariadeniam.

LAN1~LAN4 LAN rozhranie pre pripojenie hubu, switch alebo pocitacov v
LAN.

WPS Stlacenim tlacidla aktivujete rezim WPS PBC. Ak je WPS
aktivny, stlacenim tohto tlaidla po dobu 1 sekundy zacéne
AP prijimat pripojenia v PBC rezime.




Pripojenie zariadenia pri pouziti ADSL/kablového
modemu

Connect to your router via wireless using your wireless software utility

=, PDA Phones/
Notebook Wifi Phones

i
- Ol W W .
‘ - LAN Port

STEP 1 power Adapter

STEP 3
WAN Port
INTERNET V

Desktop PC
ADSL/Cable modem STEP 2

1. Pripojte AP799 do elektrickej siete s pouZitim dodaného napajacieho adaptéra.

2. Do rozhrania WAN routeru pripojte kabel z ADSL/kablového modemu.

3. Pripojte jeden koniec kabla RJ45 do LAN rozhrania AP799 a druhy koniec do
vasho PC.

Poznamka:
K routeru sa moézete pripojit aj bezdrétovo pomocou nastroja pre konfiguraciu
bezdrétovej siete, ktory bol pribaleny k bezdrétovému klientovi. Uistite sa, Ze IP

adresa modemu nie je v konflikte s IP adresou routera.



Pripojenie k Internetu pri pouziti ADSL/kablového
modemu

Pre pripojenie k routeru pomocou webového rozhrania za ucelom pohodiného

nastavenia parametrov AP799 postupujte nasledovne:

1.
2.
3.

Spustite prehliadac internetu.

Do adresného riadku zadajte http://192.168.254.1 a stlacte klavesu Enter.
Na prihlasovacej stranke zadajte uzivatelské meno a heslo. Defaultné
uzivatel'ské meno a heslo je admin a admin.

Kliknite na zalozku Setup Wizard (Sprievodca nastavenim) a postupujte
podla pokynov na obrazovke.

Pre pokragovanie kliknite na Next (Dal$i).

Zvolte zodpovedajuci typ nastavenia WAN a pre pokracovanie kliknite na
Next (Dal§i). Defaultny typ WAN nastavenia je DHCP (Auto Config).
Bezdrbtovy router ziska IP adresu, masku podsiete, branu, atd. automaticky.
Nastavte zakladné parametre bezdrétovej siete routeru a pre pokra¢ovanie
kliknite na Next (Dalsi). Dalej moZete nastavit SSID, zvolit potrebny
bezdrétovy rezim a konfigurovat zabezpecenie bezdrétovej siete.

Pre dokonéenie sprievodcu nastavenim kliknite na Finish (Dokon¢it).



Zmena IP adresy bezdrétového routeru

Defaultna IP adresa bezdrétového routera je 192.168.254.1. Ak IP adresa nie je v
potrebnom rozsahu siete “192.168.254.x”, postupujte nizSie uvedenym spdsobom a
IP adresu zmerite.
1. Prihlaste sa do webového rozhrania routeru a vyberte menu Network
Settings > LAN Interface Settings (Nastavenie siete/Nastavenie rozhrania
LAN).
2. V okne LAN Interface Settings (Nastavenie rozhrania LAN) mézete zmenit

IP adresu a masku podsiete bezdrbétového routeru.

3. Pre uloZenie zmien kliknite na Save.

SuperConnect AP799

| = Running Status

| = Setup Wizard

| = Network Settings |

Operating Mode

LAN Interface Settings
WAN Interface Seftings
MAC Address Cloning

| % Wireless Settings

| % DHCP Server

| % Forwarding Rule

| % Security Options
| 4% Access Control
| 4 Routing Settings

| 4 IP Bandwidith Control

| % IP and MAC Binding

| = Dynamic DHS Settings

| % System Tools

LAN Interface Settings

In this page, you can set the basic network parameters of the LAN interface.

MAC
Address

1P Address [132.188.1.1

s

subnet 255285.2550 v
Mask

00:1F:A4B4:18:A0

Save Cancel

MAC Address: The LAN MAC
address of the router.

IP Address: The LAN IP address
of the router. The default gateway
of all computers in the LAN must
correspond to this P address.

Subnet Mask The LAN subnet
mask of the router. Usually, itis
255.255.255.0. The subnet
masks of all computers in the
LAN must be consistent ta this
subnet mask.

Caution

1.Ifthe LAN IP address changes,
you mustuse the new P address
ta log in to the router, in arder to
access the Web configuration
page.

2.Ifthe new LAN IP address is in
a different network segment from
the original LAN IP address, the
dynamic IP service of the router is
autematically switched te work in
the network segment of the new
LAN IP address. To apply virtual
server,DUZ host and DHCP Static
Address Allocation, please
perform the settings again



Bezdrétové pripojenie k routeru
Defaultne su bezdrétové sluzby routeru aktivované. Pomocou nasledujucich krokov

nastavte zakladné parametre bezdrétovej siete.

1. Prihlaste sa do webového rozhrania routeru a vyberte menu Wireless
Settings > Basic Settings (Bezdrotové nastavenia/Zakladné nastavenia).

2. V okne Basic Settings (Zakladné nastavenia) povolte bezdrétovu siet.
Rovnako mézete nastavit SSID, kanal, MCS, atd.

3. Na strane bezdrétového klienta vyhladajte pomocou konfiguracnej utility
bezdrétovych sieti prislusni SSID bezdrétového routeru a kliknite na tlacidlo

Connect, ¢im klienta a pristupovy bod v bezdrétovom routeri prepojite.
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