Instructions for installation of the firmware in the EVOLVEO StrongPhone Z4
(The guide is intended for more advanced PC user with Windows 10)

First check the firmware version of your 74, enter the code: * # 66 * # select option 2. Version, then
option 1. Version Info Summary: If you have version: EVOLVEO_StrongPhone_Z4_V1_0_20200926
you can update the firmware update to a latest version:
EVOLVEO_StrongPhone_Z4_V1_0_20210330 version contains improvements:

¢ Improved Bluetooth function (automatic connection to BT)

¢ Dual ringtones

¢ Calendar translations

¢ Added notes

¢ Delete the second SIM info in the home screen for one SIM

e When writing an SMS, only the character sets of the language used are displayed
e Amplification of the maximum value of the handset

¢ Improved translations

Download file: Z4_firmware.zip

Unzip the file and there are three more files:

X
2]

= EVOLVEO_StrongPhone_Z4_V1_0_20210330_1717zip
FlashTool_v5.1420.00.zip
i= Mediatek_Driver_Auto_Installer_1.1352.00.zip
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Install MTK drivers for the phone, ie. unzip the file: Mediatek_Driver_Auto_Installer_1.1352.00.zip

l SmartPhonelriver
BA Mediatek-Drivers-Install. bat
B Mediatek-Drivers-Remove.bat

Run the file: Mediatek-Drivers-Install.bat




Click on any key and allow the driver to install, then you will see:

O

rm detected
er folder

= olveo Salente\EVOLVEO) FfonyWEVOLVEOD _
e\Mediatek Driver Auto Installer 1.1352.88/SmartPho

Mediatek USB unsigned driver installation started...
Mediatek USB unsigned driver installation completed!

Mediatek USE signed driver installation started...
Mediatek USE signed driver installation completed!

#### Press any key to exit ####

Click on any key. Drivers for Z4 firmware installation are installed.

Have an internet connection turned ON to verify the driver.

Restart the PC after installation. It is possible that the drivers will work without a restart.
Now extract the two remaining files:

EVOLVEO_StrongPhone_Z4 _V1_0_20210330_1717.zip and FlashTool_v5.1420.00.zip.
You run Flashtool in the directory: FlashTool_v5.1420.00 using the file: Flash_tool.exe

In the Flashtool under the Scatter / Config File button, select the firmware file:
GINWAVE61D_11C_BB.cfg, which is located in the folder you have expanded:
EVOLVEO_StrongPhone_Z4 V1_0_20210330_1717.

The CFG file is written to Flashtool on the Scatter File line.



f} FlashTool
File Actions Options Window Help
Download l Read Back] Mermary Test]

= = = = = ] u
Download Agent  Scatter/Config File Auth File Cert File RootCert File Format Download
Download Agent |D:\Evolveo_SaIente\EVDLVED\T eleforgbEYOLYED 24424 firmware\FlazhT ool_v5. 1420 008 TE_allnOmne_Da, bin Bootladier
Scatter File |.VED'\TeIefony\EVDLVED_Z4\Z4_firmware\EVDLVED_ShongF‘hone_Z4_\u"1_0_2021 0330_1717GINWAVERTD_11C_BB.cfg * L::’: - »
ownla;
Authentication Fil -
uthentication File | BaolRl
Cotficate File | LU
RootCert File | Dowieag
Mame Region addiess | Begin address | End address Location
ARM_BL O FO00E000 O«7000E000  O«70007ESE  D:AEvolveo_Salente’\EVOLYEDATeleforny\EVOLYED _Z4824 fimware\EVOLYED_StrongPhone_24...
ARM_EXT_BL 010002400 010002400  04100090F7  D:‘\Ewaolveo_Salente\EVOLYEDAT elefory EVOLYE O_Z4\Z4_fimware\EYOLVE O_StrongPhone_Z4...
PRIMARY_MALI 010004000 010004000  O4100B2ES3  D:Ewolveo_Salente\EVOLYEDAT elefory\ EVOLYE O_Z4424._fimware\EVOLWE O_StrongPhone_24...
WA, 010083294 O«100B3294  0«103157EF [:\Evolveo Salente\EVOLVEDMT elefory\EVOLYED_Z4%724_firmware \EVOLWE D_StrongPhone_£4...
Parameters Infarmation
Catp addr(0=00000000). len(0), OTP_WRITE.

[=]
o

NOR Searching | 921600 bps

Prepare your Z4 and USB cable. Back up all DATA on the Z4 phone, ie. Contacts, or SMS, notes, etc.
By uploading new firmware, all data stored in the phone will be deleted! Keep the battery charged
to at least 30% capacity. Turn off your Z4. Connect the USB cable to the PC. Click on the Download
button, connect the USB cable to the Z4 and at the same time hold the top button above the red ON
/ OFF button on the top right of the keyboard. The firmware will start to be uploaded to the phone:



¥1 FlashTool - O *

File Actions Options Window Help
D ownload l Read Back] Memory Test

@
Stop
Diownload Agent |D:\Evolveo_SaIente\EVDLVED\Telefony\EVDLVED_Z4\Z4_firmware\FIashTO0I_v5.142D.DD\MTK_AIIInDne_DA.bin Qootiedger
Scatter File |.VED\TeIefony\EVDLVED_Z4\Z4_firmware\EVDLVED_ShongPhone_Zal_\u"‘I_D_2D21 0330_171AGINWAVEETD_11C_BE.cfg * I"}:i - ’
ownloa
Authentication File | = _B_no_lﬂl_lll_- =
Cetficate File | |, ous
RootCert File | L _[Em_.lfaf - J
Mame Fegion address | Begin addiess | End address | Location
ARM_BL 070006000 0470006000 0x70007BSE  D:h\Evolveo Salente\EVOLVEODAT eleforgdEVOLVED_Z4%24 firmwarehEVOLVED_StrongPhone_24..
ARM_EXT_BL 0x10002400 0«10002400  0x100090F7  D:\Evolveo_Salente\EVOLVEDNT elefory EVOLYED_Z4\74 _firmwared\EVOLYED_StrongPhone_Z4...
PRIM&RY_MaUl 0x10004000 0x10004000  Ox100B2E93  D:\Evolveo_Salente\EVOLVEDNT elefory EVOLYED_Z4\74 _firmwared\EVOLYED_StrongPhone_Z4...
WA 041008 3254 0410083294  041031576F  D:h\Evolveo Salente\EVOLVEDAT eleforg \EVOLVED_Z4%724. firmwarehEVOLVED_StrongPhone_24..
Parameters Information
CJoTP addr(0x00000000), len(0). OTP_WRITE,

2040564 Bytes / 261,06 KBps NOR Com4 921600 bps 0:18 sec  |NOR:(32Mb+32Mb) [Winbond] 5F_W250321V
MT6261_50000 | 32Mb SRAM  |Project: M4S_BT N/&

Do not disconnect the USB cable from the phone or turn on the phone while uploading new
firmware.

After successfully uploading the new firmware, you will see this window:




¥# FlashTool
File Actions Options Window Help

Download | Fead Backl M emony Testl

= = = = = -+ 62 @
Download Agent | Scatter/Config File Auth File Cert File RoatCert File Format Download Stop
Download Agent ID:\E volveo_SalentehEVOLVEDST elefory\EVOLYED _Z4%24firmwarehFlashT ool_v5.1420.00%54 TE_allnOne_DA.bin otinager
S catter File I.VE 0T elsfory s EVOLYE D_Z4\Z4_fimwarshEYOLVED_StrongPhone_Z4_Y1_0_20210330_1717\GINWAVEG1D_11C_BE ofg| | /0“ . -
o,
Authentication File I
Certficate Fie |
RootCert File
e . o o
Mame | Region address | Beqin addrezs | End |
ARM_BL 0x70006000 0x70006000  0x7C EOATelefory\ EVOLVE O_Z4Z4._firrnware\EWOLVED_StrangPhaone_24...
ARM_EXT_BL (0x10002400 0x10002400  0x1C EONTelefory\EVOLYVE O_Z4'24_firmware \EWOLVED_StrongPhone_24...
PRIMARY_MaUI (010004000 0x10004000 0«10 EONTelefory\EVOLYVE O_Z4'24_firmware \EWOLVED_StrongPhone_24...
WA (01008 3294 010083294 0x1C EONTelefory\ EVOLYED_Z4'24._firmware \EWOLVYED_StrongPhone_24...
Lastaction was done st 14:10
Farameters | Information
ote &ddr(0:00000000), len(), OTP_WRITE,

10 I DR 00a], LEN[O oo |
3191664 Bytes / 222,63 KBps NOR com4 921600 bps 0:24 sec  |NOR:(32Mb+32Mb) [Winbond] SF_W25Q32V

MT6261.50000 | 32Mb SRAM  |Project: M49_BT N/ y

Now unplug your phone from the USB cable and you can turn it on. The new firmware is uploaded.



